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PVB10/15 SAE Flange Mounting
Pressure Compensator Control - “C” and “CM”

Optional foot bracket, shown in dashed

Installation Dimensions in mm (inches)
See also “Control Data” section, page

outline; kit FB-B-10 comprises foot
bracket and two pump fixing bolts bolts.

Case drain port .750-16 UNF-2B for

A.15. rain port . /5
> Order separately, if required. SAE O-ring fitings: 2 ports
_, 587 207,8
(2.31) (8.18)
Compensator position for: (179 253,8)
R.H. rotation models 1237
— L.H. rotation models T (4.87)
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(5.75) = (0.5)
187 — 4holes = G — 50,8 (20)
= (736) = @11,2 (0.44 dia) ’ 1890
Caution: While pump is operating do 7 4’4)
not back compensator adjustment ’
screw out beyond dimension shown.
83,3 137,14
l (3.5) max (5.4) max \1
28,4 84,8 Key: 6,4 (0.25) Square 95
(1.12) (3.34) 239 284 (1.12) x 22,3 (0.88) Icing — s
(0.94) u
25,12/24,87
] 825 (3.25) (0.989/0.979)
52,3 (2.1) Fo i |
v 2101,60/101,55
- (4.000/3.998 dia) B
65 (2.56) } T I
@22,22/22,20
(0.875/0.874 dia
Alternative drain port —
Inlet/outlet ports (see table): —| 478 |
1.625-12 UN-2B thread for SAE O-ring fittings. (1.88)

View on rear end of pump

Shaft Inlet Outlet
rotation port port
RH A B

LH B A

A.22

Detail of shaft, key
and locating diameter



